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AC-DC Single Output Voltage external Power Supply Test Report

Lab Test Results Limits
Manufacturer Name GLOBTEK, INC. Energy Star Level VI
Model 0 Ave, Efficiency | No Load power
Type, P/N C-24000116(RVB) 81.39% 0.1
Engineer Lorenzo R. Madariaga II RESULTS £Vac 83.551% 0.032
230Vac 83.093% 0.051
Nameplate Specifications
Related Product Specifications Input Qutput
Voltage (V) 100-240 5 TEST RESULT PASS
Current (A) 0.6A MAX 3 i
Power (Watts) 15
Freguency (Hz) 50-60 DC
Date Measured
Ambient Temp. °C 25°C
Output Cord AWG and Length 18AWG 5ft
Type of Output Cord AWNMZ468 (2 wire)
Active Power Measurements (30min Initial Warm-Up, Smin stability time per load condition) No Load
Percent of Rated Load 100% 75% 50% 25% 0% Average
DC Output Current (mA) 3000.0 2250.0 1500.0 750.0 0.0
DC Output Current measured (mA) (+/-2% Rated) 2994,213 2258.487 1504.367 751.903 0.000
DC Output Voltage (V) 4.936 4.997 5.060 5.121 5.182
DC Output Power (W) 14,77854 11.28596 7.61139 3.85035 0.00000
AC Input Voltage (V) 115
AC Input Power (W) 18.205 13.605 8.989 4,508 0.032
Total Harmonic Distortion (THD%) (1/Total) 83.047 85.363 88.016 90.896 24,454 74.3553
True Power Factor(Watts/VA) 0.528 0.499 0.458 0.403 0.022 0.3822
Ac Input Frequency 60 60 60 60 60 60.0000
Power Consumed by UUT (W) 3.426 2.319 1.378 0.658
Efficiency 81.178% 82.951% 84.676% 85.400% 83.551%
Active Power Measurements (30min Initial Warm-Up, 5min stability time per load condition) No Load
Percent of Rated Load 100% 75% 50% 25% 0% Average
DC Output Current (mA) 3000.0 2250.0 1500.0 750.0 0.0
DC Output Current measured (mA) (+/-2% Rated) 2992,480 2258.187 1504.017 751.773 0.0
DC Output Voltage (V) 4,940 5.001 5.062 5.122 5.183
DC Qutput Power (W) 14.82050 4.64700 7.59245 3.84135 0.00000
AC Input Voltage (V) 230
AC Input Power (W) 18.139 13.650 9.046 4.584 0.051
Total Harmonic Distortion (THD%) (1/Total) 90.736 91.687 92.659 93.518 14.238 76.5675
True Power Factor(Watts/VA) 0.407 0.386 0.359 0.320 0.014 0.2971
Ac Input Frequency 50 50 50 50 50 50.0000
Power Consumed by UUT (W) 3.319 9.003 1.454 0.743
Efficiency 81.501% 82.740% 84.155% 83.977% 83.093%




